3/16” X 7/8"
CONT. BUTYL TAPE

JOGGLE CLEAT

3/8" X 12" LONG BEAD OF

NON—SKINNING BUTYL SEALANT

ON TOP OF PANEL’S MALE LEG
3/8” BEAD OF NON—SKINNING
BUTYL SEALANT APPLIED TO
SIDE OF PANEL’S MALE LEG

/"“\-~§ 180°

HAND CRIMP PITCH BREAK TRIM

1/8" RIVETS
@12” 0.C.

PANEL .
cLIP 90

HAND CRIMP

WOOD BLOCKING

16GA PANEL
SUPPORT

FILL HEM OF PANEL
WITH NON—CURING
BUTYL SEALANT PRIOR
TO ENGAGING JOGGLE

CLEAT.
16GA PANEL
SUPPORT
3/16" X 7/8”
NON—SKINNING BUTYL CONT. BUTYL TAPE 5§§2§§?S“RE
SEALANT @ ENDS OF ZEE

NOTE:

FIRST 10” OF PANEL DOWNHILL OF PITCH
BREAK TRIM WILL NEED TO BE 180" HAND
CRIMPED TO GET SEAMER ON/OFF.

SPAN-LOK SLOPE TRANSITION

Oern - T

SL-18
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