1/8” POP RIVETS 3/16°x7/8”
BUTYL TAPE

RECEIVER TRIM
(PR138)

FIELD CUT AND BEND L
PANEL UP 1 1/2" \

(ATO04)

BUTYL

ANGLE TRIM

3/8" BEAD NON-SKINNING

SEALANT

/ ROOF PANEL
) — #
GABLE TRIM / l SUBSTRATE
4.0" (RT175
45" (RT183
5.0" (RT177 HJ\\\\ SPECIFIED UNDERLAYMENT
5.5” (RT185 (NOT BY AEP—SPAN)
6.0” (RT193)

@ 12" 0.C.

A\

CONTINUOUS TRIM CLEAT

PANCAKE HEAD FASTENER

NOTE:

FIELD CUT FIRST AND
LAST PANELS TO
EQUAL WIDTH

(TC209)
3/4” MIN.
ENGAGEMENT
GABLE STARTER
(JS096) - PANCAKE HEAD
- FASTENER @ 12” O.C.
FILL POCKET WITH

NON—SKINNING BUTYL
SEALANT PRIOR TO
INSERTING ROOF PANEL

i
SEAL END WITH | \
CURING SEALANT

GABLE TRIM

N
SUBSTRATE /

(TC209)

ALTERNATE DETAIL

3/16"x7/8" BUTYL TAPE

SPECIFIED UNDERLAYMENT
(NOT BY AEP—SPAN)

PANCAKE HEAD FASTENER
@ 12" 0.C

CONTINUOUS TRIM CLEAT

AEP

QSPAN

DESIGN SPAN HP

GABLE

.
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