. wm v
TRIM DIM A USAGE 1/2 - —
DF032 1 1/8" FLUSH MOUNT 135
4” DFO33 1 5/8" W/O.5" STANDOFF
COVER TRIM
135': A
1/2’,
OPEN HEM )
__/ /‘\/\_/\/\ ~———
SUBSTRATE

SPECIFIED UNDERLAYMENT (X)

//

{ L[]

e ——————— . A ————————

BUTYL FLASHING TAPE
(MAS.025BF)

PANEL CLIP
CLIP FASTENER

INSIDE CLOSURE (SEALED &
SECURED WITH SEALANT)

/.

DRIP FLASHING

174" GAPZ

OPTIONAL FIELD FABRICATED
CLOSURE COVER TRIM (X)

OUTSIDE CLOSURE (SEALED &
SECURED WITH SEALANT)

CONTINUOUS BEAD OF NON-—
SKINNING BUTYL TAPE OR SEALANT

TRIM FASTENER W/SEALING WASHER
OR RIVET AT 12" 0.C. MAXIMUM

COVER TRIM (V)

(X) — NOT BY AEP SPAN
(V) — DIMENSIONS VARY BASED ON PROJECT CONDITIONS

PERCEPTION

SPAN VERTICAL INSTALL.

L N = PCV-10

‘VA AEP COLLECTION SOFFIT (FRONT)
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