11/2"
1/2"

(X) — NOT BY

AEP SPAN

TRIM DIM_A USAGE
HT092 1 1/8" FLUSH MOUNT
1

5/8" W/0.5” STANDOFF

SUBSTRATE
::////,,//”/////////—SPEGFED UNDERLAYMENT (X)
///,,,—/””////’/’/’/’/’BUTYL FLASHING TAPE
’//’//’/,,,/—””//’//(MASOZSBF)
—ﬂ——ﬂﬂ_ﬂﬂ——”_—_ﬂ_,,_—-PANEL cLIP

CLIP FASTENER
—"”””’—”’——”’——”IN&DE CLOSURE (SEALED &

SECURED WITH SEALANT)

END SPLICE /SILL FLASHING

POINT OF FIXITY FASTENER;
2 PLACES MIN. AT TOP OF PANEL

TRIM FASTENER W/SEALING WASHER
OR RIVET AT 12" 0.C. MAXIMUM

OUTSIDE CLOSURE (SEALED &
SECURED WITH SEALANT)

OPTIONAL FIELD FABRICATED
CLOSURE COVER TRIM (X)

A

AEP
SPAN

PERCEPTION
COLLECTION END SPLICE (W/TRIM)
VERTICAL INSTALL.
- | I N PCV-12
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