ROOF JACK

GENERIC PANEL SHOWN

PIPE PENETRATION

STAINLESS STEEL
HOSE CLAMP
(NOT BY AEP—SPAN)

WHEN USING WOOD
SUBSTRATE, WOOD CUTOUT
MUST BE 1" DIAMETER

LARGER THAN ROOF JACK

3" MIN

BOTH SIDES SPECIFIED

UNDERLAYMENT
(NOT BY AEP—SPAN)

ROOF JACK (DEKTITE OR EQUIV.)
REFER TO MANUFACTURER'S
INSTRUCTIONS FOR INSTALLATION

FIELD CUT HOLE 1” MIN.

NOTES: LARGER THAN PIPE.
1) PENETRATIONS SHOULD BE CENTERED #39&50%" F'T_'K% g“F
IN PANELS IF AT ALL POSSIBLE THE BRORD

2) SUBSTRATE MUST BE CUT OUT
ENOUGH SO THAT ROOF JACK IS ONLY
ATTACHED TO ROOF PANEL.

ROOF CUR PANCAKE HEAD FASTENERS
UNDER CURB FLASHING TO FIX
LOWER PANEL TO SUBSTRATE.
/ / CRICKET / UPHILL FLASHING
SLOPE / REFER TO DETAIL #SSWB—17
ROOF CURB //
GENERIC
PANEL
SHOWN

Q N\ /
/ ‘"‘ \
LOWER PANEL MUST
EXTEND 9” MIN UNDER
CURB FLASHING.

CURB SIDE WALL FLASHING
REFER TO DETAIL #SSWB-16

CLEARANCE CURB DOWNHILL FLASHING

REFER TO DETAIL #SSWB-17
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