ROOF PANEL

SWAGED END OF
UPPER PANEL \

16 GA. SWAGE PLATE
SLIDE ON TO UPPER

END OF LOWER PANEL THERMAL SPACER

BOND TO PURLIN
W/BATT INSULATION
ONLY

FIELD APPLIED

3/8” X 5" LONG BEAD OF

NON—SKINNING BUTYL

SEALANT ON TOP FLANGE
OF FEMALE PANEL.

PANEL CLIP

(2) 3/8" BEAD OF
NON—SKINNING
BUTYL SEALANT

FIELD APPLIED
/ NON—SKINNING BUTYL SEALANT
ON TOP SIDE OF PANEL EDGE

SHEETING DIRECTION

FIELD NOTCH & REMOVE LEFT TO RIGHT

” INSTALL 3/8" BEAD OF NON—
gOT?_IF RTlggNgf\ngOM / CURING BUTYL SEALANT NEAR TOP
PANEL EDGE OF 5" CUT BACK PRIOR

4 TO INSTALLATION OF NEXT PANEL
5" LAP
UPHILL ROOF PANEL
" - FACTORY SWAGE (TYP.)
1" MIN TO
1/8" —_— SEALANT N
~ ~ & FASTENER
=
— \__ (2) 3/8" BEAD OF ’ﬂﬁ\
NON—SKINNING \
— BUTYL SEALANT MALE LEG
FEMALE LEG
SWAGE PLATE

(4) SEALING FASTENERS
PER PANEL

INSTALLATION NOTE

END LAP OF ADJACENT PANEL MUST
BE STAGGERED AT LEAST ONE PURLIN
SPACING OR A MIN. 24" TO PREVENT
MATERIAL BUILDUP AT LAPS

SPAN-LOK
A AEP PANEL LAP
-3 S
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