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GUTTER STRAP

180" HAND CRIMP
10"

JOGGLE CLEAT

FIELD NOTCH & HEM
PANEL MIN. 17 **

CLEARANCE FOR
* THERMAL MOVEMENT
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ASK YOUR AEP SPAN REPRESENTATIVE ABOUT FACTORY NOTCHING.

<  GUTTER

(1) 3/8” X 12” LONG BEAD
OF NON—SKINNING BUTYL

SEALANT ON TOP OF PANEL’S
MALE LEG.

(1) 3/8" BEAD OF NON—SKINNING
/ BUTYL SEALANT APPLIED TO SIDE

OF PANEL'S MALE LEG.

PANCAKE HEAD
FASTENER @ 12" 0O.C.

TSSOSO
FAVE FLASHING (OPTlONAL)
=S sl (ET049)

3/16"x7/8"” BUTYL TAPE

—

16 GA. PANEL SUPPORT
OR WOOD BLOCKING

(NOT REQ'D W/LOW PROFILE CLIP)
FASTENER AS REQUIRED

OPTIONAL IF

REQUIRED TO COVER
INSIDE COLOR OF
GUTTER

SUBSTRATE

EG029: LARGE GUTTER
EG031: SMALL GUTTER
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EAVE WITH GUTTER
- FLOATING
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